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MBR30A100

EESH MAIN CHARACTERISTICS
IFav) 30 (2x15) A 1—Pp—— ,
VRRM 100V I
T; 175C ] '
VEmax) 0.75vV (@Tj=125C)
T0-220 TO-220F
Ri& APPLICATIONS
® ST OC FEYE e High frequency switch
® L2y Rk AIRY L power supply
i e Free wheeling diodes, N\ 5
polarity protection "2
applications
TO-220HF T0-3PB
PR FEATURES
@ JLEHZEK ® Common cathode structure
O [LIhEE, Edi%k ® L ow power loss, high efficiency
® [ U7 v ® High Operating Junction
o 7t R4 BF, Gk Temperature
@ I1 {5 (ROHS) 7 ® Guard ring for overvoltage

protection, High reliability
® RoHS product

PR H S EYRBULRN AR LS '

AHEYRETCHE
AR iy K i AN B | 2R | 2R TR
(Pb) (Hp) (Cd) (Cr(v1)) (PBB) (PBDE)
(FHZR) | <0106 | <01% | <001% | <01% | <01% | <0.1%
| EHE @) @) @) @) @) O
SR NI @) @) @) @) O @)
(EQEN @) @) @) @) @) @)
SETES @) @) @) @) O O
S X @) @) @) @) O
O: FRZICEN S EAE SUT11363-2006 FrvfE PR EZ KL T,
Wi B X FoRZICRIE =B SIT11363-2006 ARk R TR,
HR= SRR A5 (P sy, (RS TRRE RoHS $54-#8 it .

1/4
www. limanseim.com




SHEN ZHEN LIMAN SEIMCONDUCTOR TECHNOLOGY.CO.LTD
MBR30A100

@ITRATEME ABSOLUTE RATINGS (Tc=257)

m H i =) ¥ H LA
Parameter Symbol Value Unit
i n g It
mkiuéﬁiﬁﬁf Vi 100 v
Repetitive peak reverse voltage
=) N7y b 'k
E&kﬁ/}wﬁﬂk&ﬁ EYAN . Voo 100 v
Maximum DC blocking voltage
IE PR R | Te=150"C HEANFR A
Average forward (TO-220 per device 30
current TO-3PB) | A
Te=125C B e
(TO-220F per diode 15
TO-220HF)
1 ) WA VRV HL UL
Surge non repetitive  forward current
N . RPN . e IFsm 275 A
CHIUE 1148 8.3ms 2 IE52—1% JEDEC 7572
8.3 ms single half-sine-wave (JEDEC Method)
=) %ﬂéﬂ:?lﬂ
Fil_J. i it . . Tj 150 e
Maximum junction temperature
> N=N5sg
fi i/ Tste | -40~+150 C
Storage temperature range
4% ELECTRICAL CHARACTERISTICS
m H WA B/ME R BAE LR DA
Parameter Tests conditions Value(min)|Value(typ)| Value(max) Unit
Tj=25C 30 A
Ir _J 5 VrR=VRrMm H
Tj=125C 30 mA
Tj=25C 0.82 0.9 \Y
VF |F=15A
Tj=125C 0.71 0.75 V
#451%t THERMAL CHARACTERISTICS
W H % = N BAlE B
Parameter Symbol Value(min) |Value(max)| Unit
25 28 ST ) #H TO-220 1.8
Thermal resistance from TO-3PB 2.0 .
. . Rth(-c) C/W
junction to case TO-220F 2.5
TO-220HF 2.5
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SHEN ZHEN LIMAN SEIMCONDUCTOR TECHNOLOGY.CO.LTD MBR30A100

HEMZ ELECTRICAL CHARACTERISTICS (curves)
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SHEN ZHEN LIMAN SEIMCONDUCTOR TECHNOLOGY.CO.LTD

MBR30A100
5N R~ PACKAGE MECHANICAL DATA
HAT Unit : mm
TO-3PB
bP s
{5 symbol | MIN | MAX
/S \ — A 460 [ 5.00
/. r/‘;‘\ 2\ T B 290 | 3.20
WAL VAN L) B1 190 [ 2.20
b 0.90 | 1.10
c 050 | 0.70
D 19.40 [20.40
E 15.40 |15.80
O e 5.45(TYP)
- T F 140 | 1.60
L L 19.50 [20.50
i . L2 330 [ 3.70
i Q 490 | 5.10
Q1 130 | 1.50
P 3.10 [ 3.50
J[ e | o |l
[ 1
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